Declassified in Part - Sanitized Copy Approved for Release 2012/05/31 : CIA-RDP78-03642A001700010001-1

GO i
NFIDg VTiAL e

Virge i Q/T’Q -

s S

16 February 1960
"'-;»—) 11»:/Z‘1 "572”‘1

yZam &
MEMORANDUM FOR THE RECORD

SUBJECT: Initlal Inspection of Model 2 Incinerator

1. On the 1llth of February I visited for the purpose of making 25X1
an initial inspection of the design for the Model 2 incinerator. Attached
below are photographs of the cardboard (fibreboard) mockup.
25X1
25X1

2. This model is 63-3/4" high x 24" outside diameter. The burn
chamber is 36" high x 20" inside diameter. The portion of the cylinder
from the flange down is designed to contain the motor-blower. Preliminary
burn tests, which should begin in a month, will be conducted with a blower
assembly located ouside of the cylinder. A motor-blower assembly will not
be procured until just prior to the final testing to be sure the right
motor-blower assembly is purchased the first time. The door is 15" square
and will nicely handle a legal size folder as shown in the photograph.
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3. Several minor changes were suggested prior to assembly of this model
incinerator. These suggested changes were:

a. Try to move the door pivot point intowards the
cylinder (1").

b. Move clean out ports to the sides.

c. Try to keep all the bolt sizes uniform.

d. Include two site ports on top (and one on side).

e. Consider a lock fixture for the door handle.

f. Incorporate an interlock for the door.

k. During this visit a portion of the discussion was set aside for Air-

Fed Incinerator Model 1. During this discussion.it was pointed out that
several points were omitted in the drawvings. Additional drawvings or informa-
tion 1s necessary regarding:

8. Instrumentation

b. Nozzle for air pressure (brass hose bib and steel coupling)

c. 8tack and hole or steel coupling for thermocouple

d. Rubber tubing

e. Stencilling of instructions (these will be added to the
purchase description.)

f. One size bolts and nuts for all applications

« A side it was made to the %g§1
This company will be one of thebidders in the fabrication

of the four incinerators to be produced. was contacted 25X1
at this company. ‘

25X 1

6. informed me the people to contact at 25X1

Company reagrding any desired changes in -blower assembly are 25X1

Chief Engineer, and ’ﬂ' Their telehpone number 25X 1

25X1

25X1
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